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(TYP ALL SIDES)
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NOTES:

CIRCUIT IDENTIFICATION ON
0.0625" MIN. RIGID ANODIZE
ALUMINUM TAG WITH BLACK
LETTERS ON WHITE. SEE NOTE 1

3/4" —RED LIGHT MOUNTED ON BARRICADE. TWO PER
BARRICADE. LIGHTS TO BE BATTERY .
NOTE: DISTANCE BETWEEN PAVEMENT SURFACE OPERATED. = MINIMUM DEPTH HDPE SDR 135 ORANGE CONDUITS.  (TYP)
AND TOP SURFACE OF SEALANT FILL SHALL BE IN 1 CONDUIT -24" SEE NOTE 1
ACCORDANCE WITH SEALANT MANUFACTURER'S 6" x 6" COLLAPSIBLE PLASTIC, 8' LONG 2-3 CONDUITS - 36"
RECOMMENDATIONS PAINTED TWO SIDES AND TOP AS NOTED 4-5 CONDUITS - 48"
6-8 CONDUITS - 60"
. 9-10 CONDUITS - 72"
acker /4 REBAR, 12" O.C. EACH WAY w/ 3" COVER 24" FLUORESCENT WHITE (TYP.)
4 2" HDPE DIRECTIONAL BORING UNDER PAVEMENT DETAIL
CONCRETE 5000 PSI. ScAE TS
EXISTING CONCRETE NOTE.
S AVEMENS COLLAPSIBLE PLASTIC BARRICADE
19" SHALL BE PLACED ON 25' NOTE:
A LUORESCENT CENTERS ACROSS FULL WIDTH OF 1. ATTACH 1-#4 BARE STRANDED COPPER WIRE TO THE OUTSIDE OF THE HDPE
L e ORANGE (TP PAVEMENT. CONDUIT OR GROUP OF CONDUITS WHEN INSTALLING THE CONDUITS.
* = : CONNECT THE #4 BARE WIRE TO THE CONTINUING TRENCH COUNTERPOISE
LB MIN =~ WITH EXOTHERMIC WELDS. PROVIDE AND CONNECT A 3/4" x 10' COPPER
SRR 2} _TEMPORARY MOVEMENT AREA AIRFIELD BARRICADE DETAIL GROUND ROD AT EACH BORE PIT AND/OR BORE TERMINATION LOCATION.
- ' SCALE: NTS
e,
¥ IR '1 NOTES:
o #4 COUNTERPOISE
P (TYP) 1. CONTRACTOR SHALL PROVIDE A FAA APPROVED (FAA AC 150/5370-2E), LIGHTED A
RUNWAY CLOSURE MARKER AS A TEMPORARY CLOSED MARKER TO WARN PILOTS OF
. 6 CLOSED RUNWAYS AND TAXIWAYS.
12" MIN. (TYP) e 1o+ 0T \ .
MR ety \ 2" HDPE CONDUIT (TYP) 2. LOCATION OF TEMPORARY CLOSED MARKERS SHALL BE COORDINATED WITH THE
o EXISTING CONTRACTING OFFICER. SR CONNECT TO
SEE NOTE 1 \—L—868C BASE  BASE COURSE L = 8 COUNTERPOISE
e £ & w/ #4 JUMPER
JUNCTION CAN PLAZA IN APRON PAVEMENT DETAIL £ = =
SCALE: TS 2 05 B EXTERNAL GROUND SEE NOTE 9 & 11
~ STRAP CONNECTION w/
(TYP) | (TYP) | (TYP) N COPPER GROUND 38mm 25mm (1")
1. PRIOR TO BACKFILLING, CLEAN-OUT EXCAVATED AREA OF ALL LOOSE MATERIAL TO EXPOSE UNDISTURBED EDGES. — T — [~ 7~ [~ <—DRAIN CONDUIT CLAMP (TYP) (1-1/2") MAX
2. IN A NON-MILLED SHOULDER AREA, THE ASPHALT PATCH SHALL MATCH THE EXISTING PAVEMENT SURFACE. 4 COUNTERPOISE /rﬁ\ P SEE NOTE 8 _\ i
3. IN THE APRON, INCREASE SIZE OF CONCRETE ENCASEMENT AS REQUIRED. #4 COU OIS N 7 ) EE NOTE 6 AND 7 ~ T T~
(TYP) | ~ e e S % < . " 6x6-W2.9xW2.9 WWF (TYP)
_ REN A 610mm (2') (TYP) ~lao a a PR
254mm (20") |& : g,jgi_‘?/ﬁ | ElE / - RN R
=1 £== ::::*j:i.: . FoF== | g L 4 o ) \///i\\ #4 COUNTERPOISE
305mm (12") | & TN\ | A
4= | :::&o{ JFIF===3F=3 — NG e ” % X
—— | A 4 weElo |- v N LA\ 51mm (2") SCH 40 PVC
< g il | #4 COUNTERPOISE \ - " ADAPTER (TYP)
< 4 S AN SN
E/I”A?}EE'E'(%YP) | A — WITH EXOTHERMIC LRI S 1mm (2" PVC MALE
) | 15mm.(6") CONNECTION AS AD”X;T(EF){ A
305mm (125 (TYP) \ REQUIRED (TYP)
CONTRACTOR SHALL FURNISH AND AN o SEE NOTE 10 3000 PS| CONCRETE IN SHOULDER
MOUNT ONE FLASHING OR STEADY GROUND ROD (TYP) =000 PS| GONGRETE IN PAVEMENT
BURNING RED 12V HIGH INTENSITY
LIGHT PER BARRICADE. TMC SAFETY SEE NOTE 6 AND 7
FILL5E S%ILT?_INS%CDKC'?FT{ PRODUCTS MODEL L204 OR
APPROVED EQUAL. A\ SECTION
OTHER MATERIAL AS TYPE A PLAZA O

APPROVED BY THE

CONTRACTING

OFFICER

3/4" TYP

PULLCAN LID LABEL DETAIL 4

<
!

BATTERY
JUNCTION CAN PLAZA, TYPE A

SCALE: NTS

REFLECTIVE MATERIAL, NOTES:

ORANGE FLUORESCENT 1. NUMBER OF JUNCTION CANS AND CONDUIT CONFIGURATIONS VARY. SEE LAYOUT PLAN SHEETS FOR ORIENTATION.
g#‘glFY\é'*s'TERFOLSSgESCENT 2. CONDUITS WHICH ARE NOT USED IN THE PROJECT SHALL BE CAPPED 304mm (12") OUTSIDE OF PLAZA CONCRETE.

CIRCUMFERENCE OF 3. ORIENT PLAZA AS SHOWN ON LAYOUT PLAN SHEETS.

BUCKET. MATERIAL SHALL 4. CONTRACTOR SHALL PROVIDE A PULLCAN LABEL ON EACH COVER PLATE PER PULLCAN LID LABEL DETAIL.

BE EITHER SCOTCHLITE OR 5. INSTALL GROUND RODS AND GROUND LOOP AT ALL JUNCTION CAN PLAZAS AS SHOWN. TWO GROUND RODS PER PLAZA LOCATED AT

BUCKET AVIATION BARRICADE DETAIL

REFLEXITE MATERIAL OR

APPROVED EQUAL . OPPOSITE CORNERS SHALL BE PROVIDED. COUNTERPOISE SHALL BE LOCATED NOMINALLY 304mm (12") BELOW EXISTING GRADE.

CONTRACTOR SHALL LABEL 2 ENDS OF EACH JUNCTION CAN PLAZA (JCP) BY IMPRESSING THE JCP IDENTIFICATION NUMBER INTO THE
CONCRETE FOUNDATION DURING PLACEMENT. LETTERS AND NUMBERS SHALL BE 102mm (4") IN HEIGHT, PROPORTIONAL IN WIDTH, AND
HAVE A STROKE WIDTH OF 13mm (1/2") AND 6mm (1/4") DEPTH.

2

4

SCALE: NTS

NOTE:

SCALE: NTS

NOTES:

1. PROVIDE HIGH PERFORMANCE ADHESIVE BACKING
AND 4-3/16" DIA. HOLE FOR MECHANICAL ATTACHMENT
WITH S.S. HEX HEAD WASHER SELF TAPPING SCREWS.
PROVIDE SAMPLE TAG FOR APPROVAL BY THE
CONTRACTING OFFICER.

7. SEE CONTRACTING OFFICER FOR JCP IDENTIFICATION NUMBERS.

DRAINS NOT REQUIRED FOR THIS PROJECT. DRAIN CONDUIT BETWEEN CANS NOT REQUIRED FOR THIS PROJECT.

9. IN SHOULDER INSTALLATION PROVIDE 1/2" THICK, L-867D, GALVANIZED COVER PLATE w/ COUNTER BORE HOLES & GASKET.
IN PAVEMENT INSTALLATION PROVIDE 1/2" THICK, L-868C, GALVANIZED COVER PLATE w/ COUNTER BORE HOLES & GASKET.

o

1. LIGHT SHALL BE CLAMPED TO BUCKET BARRICADE OR MOUNTED TO LID.

2. FOR AIRSIDE USE ONLY.

3. CONTRACTOR SHALL USE BUCKET BARRICADES TO DELINEATE HAUL

10. IN SHOULDER INSTALLATION PROVIDE 1/2" THICK, L-867D, 24" DEEP GALVANIZED PULLCAN.
IN PAVEMENT INSTALLATION PROVIDE 1/2" THICK, L-868C, 24" DEEP GALVANIZED PULLCAN.

11. COVER PLATE SHALL HAVE 2 OPPOSING HOLES w/ 1/2" THREADS. TOP OF COVER PLATE SHALL BE FLUSH w/ TOP OF CONCRETE. PROVIDE 1/8
TO 1/4" GAP BETWEEN COVER PLATE & CONCRETE.

ROADS ALONG ACTIVE AIRCRAFT MOVEMENT AREAS. MAXIMUM 100’

SPACING, 50' ON CURVES.

DUCTBANK & CABLE MODS
ISSUED FOR BID
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